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| HOUSING: GREY IRON CAPACITY: 10 MGD (US)/37800 m’/day INLET AREA: 526 sqin 3393 cm sq [
| DRUM (SCREEN): DUCTILE IRON (ASTM 536 GRADE 60-45-18) DRUM SPEED: 30 RPM OUTLET AREA: 324 sqin 2090 cm sq -
| SHEAR BARS: AISI-A2 HIGH ALLOY TOOL STEEL ROTATION: CLOCKWISE DRUM DIAMETER: 225 in 572cm |
| CUTTING BARS: AISI-01 TOOL STEEL REVERSIBLE SLOT WIDTH: 0.470in/ 12 mm WEIGHT: 12651b 574 kg
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REPLACEMENT OF CHICAGO PUMP MODEL 25M
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OMMINUTOR
Retrofit Questionnaire

| | Model of existing unit

| | Existing characteristics of power supply

| | Drive arrangement - close coupled, support column -
elevated drive

| | Photos of current installation

| | Desired capacity (gpm) of replacement unit

| | Dimensional detail of structure.... (i.e. free discharge
or controlled discharge)

| | Details of existing Control Panel (if any)

| | Distance of the high water mark above the basin
floor

G.E.T. Industries Inc.
T. 877-213-7418 / www.grindhog.com
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